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4. Quick Start 
 
Electronic wiring of Easylog is very simple, following these instruction: 
 
a) Power supply 
Connect Easylog to a power supply( 10-40VDC/19-28VAC)  as described in the picture down below. Polarity isn’t require. 
 
  
 
 
 
 
b) Serial 
If you use the serial port to read data from Modbus RTU devices, connect RS485 cables as shown in the following 
picture:  
 
 
 
 
 
 
 
c) Ethernet 
Insert the ethernet cable inside th RJ connector as shown in the picture down below: 
 
 
 
 
 
 
 
 
 
 
 
  
d) SD Card 
Insert  the SD card in its input box. EasyLog is compatible with all he SD cards up to 64GB. The card has to be insert 
with slide connector oriented to the external side as shown in the picture down below. 
The connector is push-push type, to insert press until you hear a click. 
To remove the SD, softly press when you hear a click the card will rais and it will be possible to extract it. 
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5. Access and configuration 
 
a) Network IP address 
Easylog default IP address is 192.168.1.100,if it is visible from your network you can procede with the connection, 
otherwise set up DIP-SWITCH for DHCP configuration (IP address is automatically assigned from the network 
manager). 
 
To set up DHCP set DIP SWITCH in the following way: 
1 =ON  
2 =OFF 
 
Possible configuration set up: 
DIP-SWITCH 1 DIP-SWITCH 2 Meaning 
OFF OFF Use the previously saved configuration 

Original configuration is 192.168.1.100 
ON OFF Activates DHCP and ignores saved configuration 
OFF ON Uses fxed IP 192.168.1.100 and ignores saved configuration 
Connect Easylog to the network with a Ethernet cable and apply power. 
When status LED flashes at regoular intervals, Easylog is ready to be used. 
  
b) IP Address 
If you use DHCP or you don’t remember IP address previously saved, use one of the following way to detect Easylog 
address: 

- Use a network discovery software like Advanced IP Scanner or Free IP Scanner; 
- Search for http://easylog.local on a web browser .Thanks to dDNS,  EasyLog will answer to your request giving 

you the possibility to access the service without knowing the exact IP address. This operation is available 
wether on the computer you use to access is available Bonjour service or another dDNS service 

- This operation is suggested if using only one EasyLog. 
 
c) Login and authentication 
If you digit  192.168.1.100 on your browser, you will have access to configuration pages. 
The first access page is the authentication with username and password. 
Default username and password values are:  

User name: admin 
Password:admin

 


